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Torque Specifications o
« See table below for the amount of torque in foot- g;‘;‘;’;::k =
Ibs. required to activate the 2° drop-lock feature for 3
T-slotted profiles =.
« Nut and bolt combination is pre-loaded when g
tightened to the minimum torque rating 3
+ When properly tightened, fasteners will not loosen -
even under heavy vibration Pressure a
5 =)
Pa . ener De d —_—
Profile orque orque (D
3320 5/16-18 x 11/16 Flanged BHSCS & Economy T-Nut 1515 10.00 15.00 (7]
3325 5/16-18 x 3/4 Economy T-Slot Stud, Washer & Hex Nut 1515 30.00 40.00
3360 15 Series Anchor Fastener Assembly 1515-Lite 10.00 28.00
3380 15 Series End Fastener Assembly 1515-Lite 10.00 22,00
3321 1/4-20 x 172 Flanged BHSCS & Economy T-Nut 1010 4.00 6.00
3395 10 Series Anchor Fastener Assembly 1010 3.00 17.00
3381 10 Series End Fastener Assembly 1010 4.00 17.00

Fastener Application Tests

1: Single Anchor  2: Double Anchor  3: End Fastener 4: Joining Plate  5: 90°Joining Plate 6: Corner Bracket
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7: Comner Gusset
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A: Direct Force
B: Cantilevered Force Horizonal Profile Dimension

C: Tortional Force T

15 Series = 6.000"

Fastener

C (Inch-lbs.) | A (lbs.) 3 -

1 500 250 180 950 625 540 950 1,000 700
2 900 250 260 1,200 700 1,150 1,200 1,200 2,000
3 450 200 325 1,000 500 680 1,000 820 1,150
4 175 50 400 225 200 1,000 225 200 1,100
5 175 50 500 250 200 1,120 250 200 1,260
6 325 75 180 375 225 500 575 225 500
7 325 220 260 375 750 500 575 750 500

Note: Plates, brackets and gussets were attached with 80/20® recommended bolt kits. Fasteners were tightened according to 80/20®
torque specifications found at the top of the page.
Test results reflect the connection failure point. Loads at or above these points are not recommended.
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