Review of Notes 1242, 1243, and 1218
	Note 1242:
On page 6 of 32, Section 5 Assumptions - Bullet 4 states “All members have rigid, moment transferring connections to one another” The pictures included in the note do not show any moment connections at all. Will this affect the stresses and deflections obtained from the analysis?
On page 18 of 32, Section 6.5 – This section indicates that the maximum column moment found in load case #3 is 73,773 in-lbf. In Table 3 on the preceding page the maximum column moment shown is 63,192 in-lbf. Which is correct?
On page 18 of 32, Section 6.6 – Please make this section agree with Section D on page 29 of 32.
On page 29 of 32, Section C – Please compute the actual stress in the weld and compare it to the allowable.
	Note 1243:
On page 5 of 27, Section 5 Assumptions – Bullet 2 -  Bolts shown in the photos are stamped as grade 5 bolts, not A325 as indicated. Also, A325 bolts have heavy hex heads and the bolts in the pictures have standard hex heads. Please see http://www.aisc.org/DynamicQuestion.aspx?Grpid=6&QueId=1746&ste=_Preview&id=2100&type=0 for AISC official explanation.
Service Beam Support Structure – Please furnish calculations for column base plates and concrete anchors. Also, please furnish design calculations and details for column wall connections and concrete anchors.
	Note 1218:
Calculation #9 – According to the notes below the chart in the manufacturers catalog furnished in this section, “The test results reflect the connection failure point”. This indicates that the 175# load is the failure load, not the allowable load.  The 175# failure load should be modified by an appropriate safety factor since ASD design uses allowable stress as its limiting value.


