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OVERVIEW: This Procedure will disable the T962 ODH system. An individual head cannot be bypassed, this procedure disables the “entire” fixed T962 ODH system. 

-ODH sirens and lights will be off.

-ODH Ventilation will be on.

-ODH Trouble Message will be sent to FIRUS.

AUTHORIZATION:  This procedure requires authorization of the PPD/SSO
PROCEDURE: 

1. If this is in response to an ODH alarm: two man rule with portable O2 monitors.

2. Call the communications center (x3414) and notify the operator to ignore the FIRUS trouble message for T962 in MINOS Hall that they will receive.

FIRUS TAG NAME: ODH_TROUBLE:

3. Call main control room (X3721) and tell them to ignore the alarm.

4. Push in Emergency Ventilation button.

5. Open Controls cabinet.

6. Pull down (open) knife switch lever for Fuse #12

7. Make sure at least one mixing fan is running. Look on C-More panel or check fan casing for vibrations.

8. Put yellow caution tag on emergency ventilation button.  Include contact information and reason on tag.

9. Record actions in T962 logbook

ENABLE ODH SYSTEM:

1. Close knife switch lever for Fuse #12.

2. Call the communications center (x3414) and notify the operator to respond to further ODH_TROUBLE alarms

3. Remove tag from emergency ventilation button and pull it out.

4. Record actions in T962 logbook

5. Notify PPD/SSO of enablement
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