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T962 ODH SYSTEM

TEST PROCEDURE
MINOS HALL

April 17, 2009

OVERVIEW: This Procedure covers testing of the ODH monitor system after installation and for future tests that may be required. This test will check that the sensors when sensing an oxygen deficiency will place the system in alarm, the appropriate horns and strobe lights will be activated and a FIRUS message will be sent to the communications center. It will also verify that the ODH trouble alarm will be sent to FIRUS upon power failure.

PREPARATION : The test should be conducted when the minimum amount of personnel are working in the area to reduce disruptive effect of blaring sirens and flashing strobes. 


A team of three people with this test procedure would be adequate to conduct an efficient test. The test coordinator keeps the master record of the test.


Test Coordinator      Record C-MORE Touch Panel and Ultimax ODH panel data.


Tester #1     Bag each ODH head and drive down O2 level by blowing into bag.


Tester #2     Monitor Strobe/Horns and Vent Fans.

PROCEDURE: ZONE 1  T962 DETECTOR

____
Call the communications center (x3414) and notify the operator that a test of the T962 ODH system in the MINOS Hall will be conducted and that you will need a printout of the FIRUS alarms they will receive during the test.

FIRUS TAG NAME:ODH_ALARM

FIRUS TAG NAME:ODH_TROUBLE
___ Also notify the main control room(X3721) of the test.  The main control will see the FIRUS alarms.

____
Check the team is in place and ready.

TEST HEAD # T962 Lower  

____
Horn/Strobe activated on East Side.

____
Horn/Strobe activated in West Side.

____
C-More display <19.5% Tripped      

____
Ultimax display Lower ODH Head Value______   

____
FIRUS system received message.  TIME:______

____
Fan1 and Fan2 Activated

TEST HEAD #  T962 Upper  

____
Horn/Strobe activated on East Side.

____
Horn/Strobe activated in West Side.

____
C-More display <19.5% Tripped      

____
Ultimax display Lower ODH Head Value______   

____
FIRUS system received message.  TIME:______

____
Fan1 and Fan2 Activated

TEST EMERGENCY VENTILATION BUTTON    

____
Fan1 and Fan2 Activated

TEST FIRUS TROUBLE ALARM    

____
Pull lever fuse # 12
____
FIRUS system received message.  TIME:______

____
Close lever fuse # 12
AFTER TEST IS COMPLETED:

____
Check that the ODH system is reset and ready to return to normal operation.

____
Call the communications center (x3414) and notify the operator the test of the T962 ODH system in MINOS Hall has been completed and to respond to any further alarms. Pick up a copy of the FIRUS alarm printout or get information from the comm. Center and record the times in the master test.

___ Call main control room (X3721) and inform that the test is complete.

____ 
Generate a copy of the master test for any logs and the safety review panel.

SUPERVISOR OF TEST ____________________________                    DATE:______
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